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THE NEW NOTEVISIONAM0 PROJECTOR- 
AN IDEA SO BIG, IT'S SMALL. 
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SHARP INTRODUCE 
LIGHTEST MICRO-PORTAI 



OUR SMALLEST, 
.EE PROJECTOR EVER. 



The new micro-portable Sharp NotevisionA/:Z0 is a mere 9" x 7" x 2" 
and weighs only 3.1 pounds! But in spite of its amazingly compact 
size and weight, it's one of the highest performing projectors in the 
micro-mobile category. You'll present with a full 800 ANSI Lumens 
brightness plus built-in computer and video inputs, audio system, 
automatic image setup, digital keystone correction, a wide-fixed 
lens with digital zoom and more. Size up the new micro-portable 
NotevisionAf:Z0 projector today and see for yourself. Because when 
it comes to delivering big presentation features in an ultra-small 
package, the new Sharp NotevisionA/:Z0 really measures up. 



The Ultimate Ultra-Portable Projector 
For High-Quality Presentations On-The-Go 

• Only 3.1 pounds! 

• 800 ANSI Lumens Brightness 

• Data Input for PC or Mac 

• Wide Fixed Lens with Digital Zoom 

• Active Digital Keystone Correction up to 14° 

• Wireless Remote with Mouse Control 

• Component Video Input for Displaying 
DVD or DTV (4801) Sources 




NotevisionAf70 



RC3-M10XXM10S 



SIZE UP OUR NEW NOTEVISIONM20 PROJECTOR, 
AND SEE FOR YOURSELF. 
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Model 


PG-M10X 


PG-M10S 


Technology 


0.7" (1.8cm) Digital Micromirror Device™ (DMD™) 


0.7" (1.8cm) Digital Micromirror Device 


™ (DMD™) 


Number of pixels 


786,432 


480,000 


Resolution 


500 TV lines, 1024 dots x 768 lines (computer data) 


500 TV lines, 800 dots x 600 lines (computer data) 


Computer RGB 
input signals 


SXGA, Mac 21" (in intelligent compression), 

XGA, SVGA, VGA, VESA, Mac 19"/16"/13" 
15-91 kHz (horizontal), 50-85 Hz (vertical), 
12-157 MHz (pixel clock) (plug & play VESA; DDC 1/2B) 


XGA, Mac 19" (in intelligent compression), 

SVGA, VGA, VESA, Mac 16"/13" 
15-91 kHz (horizontal), 50-85 Hz (vertical), 
12-157 MHz (pixel clock) (plug & play VESA; DDC 1/2B) 


Video color systems 


NTSC/NTSC 4.43/PAL/PAL (60Hz))/PAL-M/PAL-N/SECAM 


Lens 


Fixed focal length; Manual Focus Wide Fixed Lens F3.0, f=23mm 


Projection size 


36" (91cm) to 200" (508cm) diagonal 


Projection distance 


36" (91cm): 3'9" (1.2m) 100" (254cm): 11'2" (3.4m) 200" (508cm): 22'3" (6.8m) 


Luminance 


800 ANSI Lumens 


Contrast ratio 


800:1 (full on/off) 


Audio amplifier 


0.5W 




Speakers 


0.78" (2 cm) (mono) x 1 






Input terminals 


Video x 1 (RCA, S-video x 1), Computer/RGB/Component video x 1 (15-pin mini D-sub), audio L/R x 1 (3.5mm stereo mini jack 




Output terminals 


Mouse control x 1 (IBM: PS/2, IBM/Mac: USB) 






Power source 


110-120/220-240V AC, 50/60Hz (Multi-Voltage) 






Power consumption 


180W (standby 8W) 






Projection lamp 


DC 130W, user-replaceable 






Dimensions 
(WxHxD) 


9.1" x 1.9" x 7.0" (230 x 48 x 177mm) (main body only) 

9.1" x 2.4" x 7.0" (230 x 61 x 177mm) (including an adjuster leg) 






Weight 


3. libs. (1.7kg) 






IR Frequency 


38 kHz 


Limited Warranty 


3 Years Parts/Labor & 2 Years Sharp Express Repair, Lamp 90 Days 



Design and specifications are current as of October 2000, but are subject to change without prior notice. 



Minimum And Maximum Projection Distance 
From Screen To Front Of Lens 



Included Accessories 
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• Remote Control 

• Two AAA Size Batteries 

• 6' Power Cord 

• 3' Computer RGB Cable 

• Audio Cable 

• 3' Mouse Control Cable (USB) 

• 3' Mouse Control Cable (PS/2) 



• 3' Video Cable 

• 3' S-Video Cable 

• Soft Pouch 

• Carry Bag 

• Projector Operation Manual 

• Projector Quick Reference Guide 



• AN-M100PCBAG 

• AN-M100CC 

• AN-M100SC 

• AN-M100WB 



Optional Accessories 



Soft Sided Carry-on Bag (Projector & PC) 
Hard Shell Carrying Case (Projector only) 
"ATA" Style Shipping case for Projector 
Wheeled "Tilt-N-Go" Bag for Projector & PC 



Fax Number (201) 529-9636 
Corporate Headquarters (201) 529-8200 
E-Mail ProLCD@SharpSEC.com 
Literature Fax Back (201) 512-2380 

SHARP ELECTRONICS CORPORATION 
LCD Products Group, Sharp Plaza 
Mahwah, NJ 07430-2135 



An RGB signal cable and adapter are included for direct connection with SXGA, 
XGA, SVGA, VGA and Mac compatible computers. A third party adapter may be 
required for those computers whose output does not conform with Sharp's 
technical specifications. The PG-M10 offers a wide range of compatibility with 
PC's, graphic cards and modes. Please refer to the owner's manual for further 
details on computer compatibility. 



ATEXAS INSTRUMENTS TECHNOLOGY 
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Top view shown here at actual size 
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